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Description:

The T2940 construction is a 2.0 mil Annealed Alloy 110 copper foil coated with a white THT
print receptive coating. 

CONSTRUCTION: Substrate 2.0 mil Annealed Alloy 110 Copper 
Top Coat Layer Brady White Print receptive Top Coat

GENERAL 
Print Technology: Thermal Transfer
Material Type: Copper foil
Top Coat: White print receptive

APPLICATIONS
T2940 is designed as a THT printable white coated 
copper foil for the hard disc drive market.

RECOMMENDED RIBBONS
Brady Series R6200 black thermal transfer ribbon.

Details:

PHYSICAL PROPERTIES TEST METHOD AVERAGE RESULTS
Thickness ASTM D 1000

Top Coated Copper
0.0027 inch (0.069 mm)

Printability Brady NA200195, 
NA200196

ANSI Grade B or better
R6200 ribbon THT 300X
Plus Printer, BT=26

Product testing and customer feedback, support a customer performance expectation of at least 3 months from date of receipt for this product as

long as this product is stored in its original packaging in an environment below 80°F and 60% R.H.
It remains the responsibility of the user to assess the risk of using such product. We encourage customers to develop functional testing protocols
that will qualify a product’s fitness for use, in their actual applications.

Trademarks:
ASTM: American Society for Testing and Materials (U.S.A.)



Note: All values shown are averages and should not be used for specification purposes. 
Test data and test results contained in this document are for general information only and shall not be relied upon by Brady
customers for designs and specifications, or be relied on as meeting specified performance criteria. Customers desiring to
develop specifications or performance criteria for specific product applications should contact Brady for further information.

Product compliance information is based upon information provided by suppliers of the raw materials used by Brady to
manufacture this product or based on results of testing using recognized analytical methods performed by a third party,
independent laboratory. As such, Brady makes no independent representations or warranties, express or implied, and
assumes no liability in connection with the use of this information.

WARRANTY
Brady products are sold with the understanding that the buyers will test them in actual use and determine for themselves their
adaptability to their intended uses. Brady warrants to the buyers that its products are free from defects in material and
workmanship, but limits its obligation under this warranty to replacement of the product shown to Brady's satisfaction to have
been defective at the time Brady sold it. This warranty does not extend to any persons obtaining the product from the buyers.
This warranty is in lieu of any other warranty, express or implied, including, but not limited to, any implied warranty of
merchantability or fitness for a particular purpose, and of any other obligations or liability on Brady's part. Under no
circumstances will Brady be liable for any loss, damage, expense, or consequential damages of any kind arising in connection
with the use, or inability to use, Brady's products.
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