
Chemical °C Chemical °C

Acetone 15 – 60 Nickel salt solns. (chloride,
sulfate) 15 – 30

Ammonia soln. 15 – 30 Petroleum 15 – 30

Ammonia soln. 48 Silicone oils < 80

Fuel, engine: Gasoline (Leaded
& Unleaded) 48 Toluene 15 – 30

Fuel, Diesel 85 Water (including seawater) 15 – 30

Heptane 15 – 30 Water (including seawater),
chlorinated (<0,5 mg/l) 80

Lubrication oil: gear oil < 130 Zinc chloride 15 – 30

Lubricating oil: HD engine oils,
hydraulic oils, transformer oils < 130    
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Description:
Design

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Lightweight yet rugged with a 6pin cylinder and
a reserved paracentric keyway
Anodized aluminum finish on body gives better
fade resistance outdoors, and aluminum
shackle gives better corrosion resistance than
a standard steel shackle
Features an FDA approved lubricant in the
cylinder. 
Keyremovable operation (key can be removed
before the shackle is closed)
Available with various shackle clearances, 8
stock colors, and options for custom keying
(KD, KA, MK, GMK)

Material
Aluminum lock body and shackle
Available Colors: 

Black
Blue
Green
Red
Yellow
Orange
Purple
Brown  upon
request
Gray  upon
request

 

Temperature Range
Service Temperature:   20°  to 175°C  (0° to
350°F)

Chemical Resistance
All approved chemicals listed are based on the
manufactures specified chemical resistance chart for
plastic material only.
Dimensions
 

“A” –

1.0” [25.4mm]

1.5” [38.1mm]

3.0” [76.2mm]

“B” – 1.58” [40mm]

“C” – 1.5” [38.1mm]

“D” – .75” [19mm]

“ØE” – ø0.25” [6.5mm]
 
 

 
Warranty  
Note: All values shown are averages and should not be used for specification purposes.  Test data and test results contained in this document



are for general information only and shall not be relied upon by Brady customers for designs and specifications, or be relied on as meeting
specified performance criteria. Customers desiring to develop specifications or performance criteria for specific product applications should
contact Brady for further information.
Product compliance information is based upon information provided by suppliers of the raw materials used by Brady to manufacture this product
or based on results of testing using recognized analytical methods performed by a third party, independent laboratory. As such, Brady makes no
independent representations or warranties, expressed or implied, and assumes no liability in connection with the use of this information.
 
Catalog Numbers  
 
 

Details:
 MSDS Information  
 



Trademarks:

Note: All values shown are averages and should not be used for specification purposes. 
Test data and test results contained in this document are for general information only and shall not be relied upon by Brady customers for designs and
specifications, or be relied on as meeting specified performance criteria. Customers desiring to develop specifications or performance criteria for
specific product applications should contact Brady for further information.

Product compliance information is based upon information provided by suppliers of the raw materials used by Brady to manufacture this product or
based on results of testing using recognized analytical methods performed by a third party, independent laboratory. As such, Brady makes no
independent representations or warranties, express or implied, and assumes no liability in connection with the use of this information.

WARRANTY



Brady products are sold with the understanding that the buyers will test them in actual use and determine for themselves their adaptability to their
intended uses. Brady warrants to the buyers that its products are free from defects in material and workmanship, but limits its obligation under this
warranty to replacement of the product shown to Brady's satisfaction to have been defective at the time Brady sold it. This warranty does not extend to
any persons obtaining the product from the buyers. This warranty is in lieu of any other warranty, express or implied, including, but not limited to, any
implied warranty of merchantability or fitness for a particular purpose, and of any other obligations or liability on Brady's part. Under no circumstances
will Brady be liable for any loss, damage, expense, or consequential damages of any kind arising in connection with the use, or inability to use,
Brady's products.
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